MATERIAL SAFRETY DATA SHEET

M5DS Mame: PR-255 tm POLVURETHANE Window, Door & Siding SEALANT

MSDS Number: 25511 001

Version Numbex 2
MEDS Date:
Fage Number: 1

___________________________

SEF-~22-2003

SECTION I - PRODUCT AND COMPANY IHVORMATION

Froduyct Name:

HMIE Hazard Rating:

Company Identification:

Information phone/Fax:
Emexrgency Phone [24 hour)

Chemtyec (cutside-USh)
Product Class

Trade Naihe
Produck Code

PR-255 tm POLYURETHANE Windew, Door &
Siding SBALANT

Health: 2 Fire: 2 Reactivitv: 0 PFPBE: B

OS5I SEALANTS, INC.a Subsgidiary
of Sovereign Specialty Chems.
7405 PRODUCTICN DRIVE

MENTOR OH 44060

{440) 255-8900 / (440} 974-8358
CHEMTREC

(800} 424-9300

{703) &527-3887

URETHANE SEALANT
PRO-SERTES
See No. above

SECTION II - INGREDIENT AND HAZARD INPORMATION

Hazardous Ingredient Name

XYLENE

4,4' Diphenylmethane Diiwocyanate

Ingradiant Noteas:

CAS Number Percent
1x30-20-7 < LE_.O
101-68-8 = 2.0

Remaining ingredients are not considered 0OSHA hazardous.
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HECTION TIT - PHYSICAL AND CHEMICAL PROFERTIES

Form:
Appearance/Color:
Odor:

Solubility {in water):
pE Value, +/-.3:
Beiling Range:

Vapor Pressure (mmHgy) :
Evaporation Rate:

Vapor Densdity:

HNon sag caulk.

various colors

Mild solvent-like

insol.

Kot Appiicable

279.°F - 646.°F (137.22°C - 341.11°0)
Not Available

0.5 timea Slower than n-Butyl Acetate

Heavier than air

TECA



MATERTAL SAFETY DATIR SHERT

MEDS Mame: PR-255 tm POLYURETHANE Window, Door & Siding SEALANT
MSDS Wumber: 25511-001

Versieon Number 2

MSDE Date: SEP-22-20012

Paue Number: 2

¥ Volatile, Weight Rpprox. 4.%
% Volatile, Volume under 6.%
Specific Gravity: 1.18697

VOO {less H20 or axempt) 40 gr/L (3%)
NOTE:

+*BOIL RAMNGE, EVAP RATE, VAPOR PRESSURE AND DENSITY ¥OR SOLVENT CONLY!
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SECTION 1V - FIRE FIGHTING MEASURES (Flagh,UEL,LEL for solvent only)
Flammability Class ITIA
Flagh Range: over 150.°F (85.56°C)

Pensky-Martens Cloased Cup ASTM I 83
Explosive Range (LEL/UEL): 1.%

B.%

EXTINGUISHING MEDIA:

Carbon Dioxide---Dry Chemical---Foam

Use water to cool material in vicinity of fire,

SPECIAL FIRE-FIGHTING PROCEDURES;

Uze melf-contained breathing apparatus with full facepiece
operated in pregsure demand or other positive pressure mode.
UNUSUAL FIRE AND EBXPLOSION HABARDE:

Water may ke unsuitable except as a <ocling agent.

Use fog nozzle. Any closed container may rupture when
exposed to extreme heat.
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SECTION V - HEALTH HAZARD DATA
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ROUTES OF ENTRY:
ENTEY THROUGHE. ..

Inhalation? Yes |  Skin? Yes | Ingestion? Unlikely
TARGET ORGANS. ..
Normal Exposure -- Eyes, Skin irritation

Overexposure -- Xylene: Central Nervous System, Respiratory tract
Diphenylmethane THigsocyanate: Skin, Eyes
CARCINOQGENICITY. ..
NTP? N/E |  IARC Monographe? NK/E | OHSA? ND
EFFECTS OF QVEREXPOSURE
Byes: Can cause irritatiom, redness, tearing and blurred vision.
S8kin: Repeated contact can ¢ause moderate irritation, dermatitis
and pogsible sensitivity. Allergic reactions are poasible.
Inhalation: Headaches, dizziness, nausea, decrsased blood pressure,
irritation, coughing, cheat discomfort. See Chronic below.
Ingestion: Can cause gastzointestinal irritation, nausea.
FIRST ATD MRASURES
Eyes: Flush with large amounts of water for at leapt 1% minutes
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lifting eyelids occasionally; get prompt medical attention
Skin: Wash thoroughly with soap and water; apply a mild gkin
cream. Remove contaminated clothing. Rubbing alcchol may help
to remove uncured adhegive.
Inhalation: Remove affected person to fresh alr.
Ingagtion: Get medical attention if 11l effects develcp.
CHRONIC HAZARDS
Overexposure to XYLENE may cause injury to Liver, Kidney and blood.
NOTICE: Reports have asscciated repeated and prolonged
ogoupational overexpasure to solvents with permanent brain,
nervoug system, liver or kidney damage or wmay cause cardiac
arrhythmia. INTENTIONAL misuse of this product by
deliberately inhaling its vapors may be harmful or fatal.
CHRONIC HAZARDS: Preexisting respiratory or #kin cconditicns may be
agyravated by exposure. This product oontains an isooyanate. Skin and
respiratory sensitization can result from repeated exposures o
igocyanates. For mogt individuals theae effects are reversible.
Persons previously senaitized Co isccyanates may experience an
allergic respiratory reaction: signs/symptoms can include difficulty
breathing, wheezing, tightnesga of chest, and respiratory failure.
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SECTION VI - STABILITY AND REACTIVITY

stability: This preduct is stable
Hazardous Polymerization: Hazardoue polymerizaticn will not cecgur
THCOMPATABILITY :

XKeep away from strong oxidizineg agents, alkalies, acids,
and water contaminatrieonm.

CONDITIONE TO AVOID:

Keep away from heat, spark, and open flame.

Product ¢cures in conktact with water,

HAZARDOUE DEZOMPOSITION PRODIFOTS:

Will produce fumeg and smoka containing carbon monoxide and
dioxide and nitregen oxider under fire conditions.

SECTION VII - ACCIDENTAL RELEASE AND DISPOSAL MEASURES:

STEPZ TO BE TAKEN IN CASE OF SPILL:

Eliminate all igniticn sources.

Ventilate confined areas. {(Open windows and dogrs)

Cover with absorbent, scoop into sealable safety container.
Wear protective clothing.

WAETE DISDGSAL METHOD:
bispose of following local, state, and federal regulations.
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SRCTION VIIL - EXPOSURE CONTRQLS/PERSCHAL PROTECTION

Ozcupational Exposura Limits
ACGIH TLV ACGEIH TLV-C ACETH STEL OSHA STEL

XYLENE
100.00 PPM N/est 150.00 PPM 150.00 PPM

4,4' Diphenvlmethane Diisocyanate
0.01 PbM N/est N/est 0,07 PEM

RESFIRRTORY PROTECTION:

If TLV of the product is exceeded, wear NIOSH/MSHA jeintly
approved respiratory protection in the ahsence of proper
verntilation. Follow applicable QOSHA regulations.

VENTILATION:

Provide sufficient mechanical {general and/er local exhaust)
ventilation to maintain exposure below TLV. Ventilats
during application and curing of this product.

PROTECTIVE CLOTHING:

Rubbar glovesz should be worm.

Cover arme and legs to minimize exposure.

EYR PROTECTION;

Eye protection should be worn.

HANDLING AND STORAGE PRECAUTIONS:

Keep away from sunlight, heat and flame

Keep container tightly closed when not in use

Wear protective clothing, Wash skin thoroughly after use.

Avoid contact with eyes, skin or clothing.

EEEP QUT OF REEACH OF CHILOREN
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EECTION IX - TRANEPORT INFORMATION: (not all alzes available)

GROUND TRANSFORT (DOT) - DOMESTIC
Caulking compound, Non Regulated

AIR TRANSPORT (DOT) - DOMESTIC
Caulking compound, Nen Regulated

AIR TRANSFORT ( IATA ) - INTERNATIONAL
Caulking compound, Non Regulated

MARTNE - OCEAN TRANSPORT { IMDG )
Caulking compound, Non Regqulated
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OSHA PEL

100.00 PPM

0.01 FFM
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SECTIDON X - REGULATORY INFORMATION:

SARA TITLE ITII SECTION 313:

This product contzing the following toxic chemicals subject to the
reporting requirements of Section 313 of the Emergency Flanning and
Community Right to Know Bet of 1986 and of 40 CFR 372:

Ingredient Name CAS Number Percent:
XYLENE 1330-20-7 < 5.0
4,4' Diphenylmethane Diisocyapnate 101-68B-8 < 2.0

The material fite the EPA Hazard Category definition of

ITmmediate (Acute) and Delaved {Chrenic) health hazards

uder SARA Sectiona 313, 21Z.

CAL. PROP.8S Warning: This product may contain a chemical known to the
State of Califernia to cause birth defects or other reproductive harm.

DISCLAIMER:

The information contained herein iz based on data available as of the
date of preparation of this MSDS and which we believe to be reliable,
However, no warranty is expregged or implied regarding the accuragy
of the data. We shall not be responsible for the use of this infeor-
wation, or of any product, method, apparatus menticned, and user must
make his own investigation to determine the suitability of the infor-
mation or products for his particular purpose, for the protection of
the envircnment,and the health & zafety of the users af this material.
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